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for selecting the service accumulation
period and records describing the meth-
od used to accumulate service hours on
the test engine(s).

§ 89.119–96 Emission tests.
(a) Manufacturer testing. (1) Upon

completion of service accumulation,
the manufacturer must test each test
engine using the specified test proce-
dures, except as provided in § 89.114–96.
The procedures to be used are set forth
in:

(i) Subpart E of this part;
(ii) The California Regulations for

New 1996 and Later Heavy-Duty Off-
Road Diesel Cycle Engines. This proce-
dure has been incorporated by ref-
erence. See § 89.6; and

(iii) Part 86, subpart I of this chapter.
(2) Each test engine must be config-

ured to be representative of actual in-
use operation. The Administrator may
specify the adjustment of any adjust-
able parameter. All test results must
be reported to the Administrator.

(b) Confirmatory testing. The Adminis-
trator may conduct confirmatory test-
ing or other testing on any test engine.
The manufacturer must deliver test en-
gines as directed by the Administrator.
When the Administrator conducts con-
firmatory testing or other testing,
those test results are used to deter-
mine compliance with emission stand-
ards.

(c) Use of carryover test data. In lieu of
testing to certify an engine family for
a given model year, the manufacturer
may submit, with the Administrator’s
approval, emission test data used to
certify that engine family in previous
years. This ‘‘carryover’’ data is only al-
lowable if the submitted test data show
that the test engine would comply with
the emission standard(s) for the model
year for which certification is being
sought.

(d) Test fuels. EPA may use the fuel
specified in either Table 4 or Table 5 of
appendix A to subpart D of this part in
confirmatory testing or other testing
on any test engine. Emission test re-
sults based on use of Table 5 fuel will
be used to confirm compliance with
HC, CO, NOX, PM, and smoke stand-
ards. Emission test results based on
Table 4 fuel will be used to confirm
compliance with HC, CO, NOX, and

smoke standards; when a manufacturer
uses the fuel specified in Table 4 of ap-
pendix A to subpart D of this part for
its certification testing, EPA has the
option to use the PM emission result,
corrected using the PM correction fac-
tor specified in § 89.425–96, to confirm
compliance with the PM standard.

§ 89.120–96 Compliance with emission
standards.

(a) If all test engines representing an
engine family have emissions less than
or equal to each emission standard,
that family complies with the emission
standards.

(b) If any test engine representing an
engine family has emissions greater
than each emission standard, that fam-
ily will be deemed not in compliance
with the emission standard(s).

(c) If aftertreatment is employed by
an engine family, then a deterioration
factor must be determined and applied.

(d) For engine families included in
the averaging, banking, and trading
program, the families’ emission limits
(FELs) are used in lieu of the applica-
ble federal emission standard.

§ 89.121–96 Certificate of conformity
effective dates.

The certificate of conformity is valid
from the date of issuance by EPA until
31 December of the model year or cal-
endar year for which it is issued.

§ 89.122–96 Certification.
(a) If, after a review of the manufac-

turer’s application, request for certifi-
cate, information obtained from any
inspection, and such other information
as the Administrator may require, the
Administrator determines that the ap-
plication is complete and that the en-
gine family meets the requirements of
this part and the Clean Air Act, the
Administrator shall issue a certificate
of conformity.

(b) If, after a review of the informa-
tion described in paragraph (a) of this
section, the Administrator determines
that the requirements of this part and
the Clean Air Act have not been met,
the Administrator will deny certifi-
cation. The Administrator must give a
written explanation when certification
is denied. The manufacturer may re-
quest a hearing on a denial.
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§ 89.123–96 Amending the application
and certificate of conformity.

(a) The manufacturer of nonroad
compression-ignition engines must no-
tify the Administrator when changes
to information required to be described
in the application for certification are
to be made to a product line covered by
a certificate of conformity. This notifi-
cation must include a request to amend
the application or the existing certifi-
cate of conformity. Except as provided
in paragraph (e) of this section, the
manufacturer shall not make said
changes or produce said engines prior
to receiving approval from EPA.

(b) A manufacturer’s request to
amend the application or the existing
certificate of conformity shall include
the following information:

(1) A full description of the change to
be made in production or of the engine
to be added;

(2) Engineering evaluations or data
showing that engines as modified or
added will comply with all applicable
emission standards; and

(3) A determination whether the
manufacturer’s original test fleet se-
lection is still appropriate, and if the
original test fleet selection is deter-
mined not to be appropriate, proposed
test fleet selection(s) representing the
engines changed or added which would
have been required if the engines had
been included in the original applica-
tion for certification.

(c) The Administrator may require
the manufacturer to perform tests on
the engine representing the engine to
be added or changed.

(d) Decision by Administrator. (1) Based
on the description of the proposed
amendment and data derived from such
testing as the Administrator may re-
quire or conduct, the Administrator
will determine whether the proposed
change or addition would still be cov-
ered by the certificate of conformity
then in effect.

(2) If the Administrator determines
that the change or new engine(s) meets
the requirements of this subpart and
the Act, the appropriate certificate of
conformity is amended.

(3) If the Administrator determines
that the changed or new engine(s) does
not meet the requirements of this sub-
part and the Act, the certificate of con-

formity will not be amended. The Ad-
ministrator shall provide a written ex-
planation to the manufacturer of the
decision not to amend the certificate.
The manufacturer may request a hear-
ing on a denial.

(e) A manufacturer may make
changes in or additions to production
engines concurrently with notifying
the Administrator as required by para-
graph (a) of this section, if the manu-
facturer complies with the following
requirements:

(1) In addition to the information re-
quired in paragraph (b) of this section,
the manufacturer must supply support-
ing documentation, test data, and engi-
neering evaluations as appropriate to
demonstrate that all affected engines
will still meet applicable emission
standards.

(2) If, after a review, the Adminis-
trator determines additional testing is
required, the manufacturer must pro-
vide required test data within 30 days
or cease production of the affected en-
gines.

(3) If the Administrator determines
that the affected engines do not meet
applicable requirements, the Adminis-
trator will notify the manufacturer to
cease production of the affected en-
gines and to recall and correct at no
expense to the owner all affected en-
gines previously produced.

(4) Election to produce engines under
this paragraph will be deemed to be a
consent to recall all engines which the
Administrator determines do not meet
applicable standards and to cause such
nonconformity to be remedied at no ex-
pense to the owner.

§ 89.124–96 Record retention, mainte-
nance, and submission.

(a) The manufacturer of any nonroad
compression-ignition engine must
maintain the following adequately or-
ganized records:

(1) Copies of all applications filed
with the Administrator.

(2) A detailed history of each test en-
gine used for certification including
the following:

(i) A description of the test engine’s
construction, including a general de-
scription of the origin and buildup of
the engine, steps taken to ensure that
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